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289-VTF 

Specifications for Mutare Rules Engine Windows server 
Mutare Rules Engine application server is a component of Mutare Voice Traffic Filter (VTF). 

Virtual Server Specifications: 

• VMware® ESXi versions 6.5+ with one of the following guest operating systems: 
• Windows Server 2019 
• Windows Server 2022 

• 6 vCPUs minimum 
• 8 GB RAM minimum (12 GB RAM recommended when MS SQL server is set up locally) 
• 120 GB hard drive minimum (fast SCSI recommended; SATA acceptable) 
• 1Gbps NIC minimum for a network connection 
 
Note: Microsoft Hyper-V is not supported 

 

Server Software  
Web server – allow access for admins and end users 

SQL Server Express 2019 or Later 

Optionally use customer SQL environment 

 

Network Connectivity 

• Access to external Dynamic Database (port 443) 
• https://api.mutare.com 

• Access to external monitoring service (port 443) 
• https://joshua.es.centralus.azure.elastic-cloud.com 

 

Backups and Anti-Virus Software  
Mutare’s recommendations for backups and anti-virus software are:  

• Periodic snapshots of the virtual machine are required. 
• If the SQL database for Mutare Rules Engine is deployed at the customer’s datastore, then 

periodic backups of that database are required. 
• Anti-virus: Feel free to install anti-virus software as required by your organization. 


